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MATERIAL SAFETY DATA SHEET

Inflow Solutions Sealing Products Inc.

603 York St

Oakville ON  L6L 4B4

Tel: 905-825-5066  Fax: 905-825-5021

Web: www.inflowsolutions.com
Rubberseal™ Spray-on

(THIS PRODUCT NOT SUBJECT TO THE CONTROLLED PRODUCTS REGLATIONS)

	Section 1 Material Identification


	TRADE NAME:
	Rubberseal™ Spray-on

	CHEMICAL FAMILY:
	Blend of destabilized asphalt emulsion, halogenated elastomer & water

	MATERIAL USE:
	Protective Coating

	T.D.G. CLASSIFICATION:
	NON REGULATED

	WHIMIS CLASSIFICATION:
	NON REGULATED

	EMERGENCY TELEPHONE#:
	1-866-607-6826


	Section 2 Hazardous Ingredients


	COMPONENT
	CAS#%
	OSHA-PEL
	TLV1

	Asphalt
	8052-42-4
	5 mg/rn3
	5 mg/rn3


1 Exposure Standard For Pure Components, TLV in air averaged over an 8-hour daily exposure (ACGIH 1994-1995), EXCEPT AS NOTED.

	Section 3 Physical Properties


Odor and appearance: Brown liquid with slight asphaltic odor.

Boiling Point: = 100°C before drying

Specific Gravity/Density: 1.033 (nominal)

	Vapor Pressure (mm HG): equal to water
	Evaporation Rate (Butyl Acetate=1): <1

	Vapor Density (AIR=1): unknown
	Solubility In Water: Insoluble (extendable)


	Section 4 Fire and Explosion Data


	Flash Point (method):
	N/A (non-combustible)

	Sensitive to Static Discharge/Mechanical Impact:
	N/A

	Flammability: 
	Self-extinguishing when dry, non-flammable as supplied

	Extinguishing Media:
	Water. The liquid will not combust until all water has evaporated.

	Fire Fighting Instructions: 
	For fires involving this material, do not enter any confined or enclosed fire space without proper protective equipment, including self-contained breathing apparatus.

	Combustion Procedures:
	With sufficient heat and air, will produce water vapor and carbon monoxide; in situations involving reduced air availability, may produce carbon monoxide and heavy black smoke.


	Section 5 Reactivity Hazards


	Chemical Stability (Thermal, Light):
	This material is stable

	Incompatibility: 
	May react with strong oxidizing agents and acids

	Hazardous Polymerization:
	Will not occur

	Hazardous Decomposition Products:
	Carbon Monoxide and Carbon Dioxide and Hydrogen Chloride


	Section 6 Health Hazard Data


	Primary Routes of Entry:
	Skin, Ingestion and Eyes

	Effects of Over-exposure (Chronic):
	Prolonged or repeated skin contact with this product may result in irritation and dermatitis.


Asphalt:

The International Agency for Research on Cancer (IARC) has determined that this is sufficient evidence for the carcinogenicity of extract of steam-refined bitumens, air-refined bitumens and pooled mixtures of steam and air-refined bitumens in experimental animals. Possible skin cancer haard based on tests with laboratory animals. This product may contain polynuclear aromatic hydrocarbons, some of which may be types that have been shown to cause skin cancer in laboratory animals. This product has not been tested as a whole for all potential health effect. It may have other health hazards related to its components. Skin contact, breathing of mists, fumes or vapors should be reduced to a minimum to avoid any ill effects. Chronic health effects would not be expected as long as good hygiene and proper safety precautions are practiced.

Effects of Over Exposure (Acute):

	Inhalation:
	Use with adequate ventilation. Avoid inhaling mist during spray applications.

	Skin:
	Prolonged contact may cause irritation and/or dermatitis

	Ingestion:
	Can cause gastrointestinal irritation

	Eyes:
	May cause irritation, blurred vision


Medical Conditions Aggravated by Exposure:

Persons with a history of chronic skin or respiratory disorders may be at increased risk for a worsening of their condition from exposure to this product.

	Section 7 First Aid Procedure


	Skin:
	Wash off with soap and water. If the material dries on the skin, abrasive soap may be indicated, or vegetable (cooking) oil, or aerosol lecithin (PAM) may be used to lift the material off the skin (rub it gently on the material) then wash with mild soap and water. If redness, etc. persists, consult a physician.

	Eyes:
	Flush with large amounts of water. Emulsion is alkaline. Use medical mineral spirits. Consult a physician.

	Ingestion:
	Material is expected to be inert in the digestive tract, but chronic ingestion must be avoided due to unknown effects. Consult a physician.


	Section 8 Preventive Measures/Safety Handling & Use


	Leak & Spill Procedure:
	Add absorbent to liquid. Keep out of sewers and waterways. Adding to the spilled material some of the salt solution that is used when the material is supplied, will cause the material to ball up, then it can be picked up intact and discarded appropriately.

	Waste Disposal:
	Dispose in approved landfill in accordance with Federal, State or Provincial and Local regulations.

	Precautions in Handling & Storage:
	Avoid prolonged contact with skin. Practice good personal hygiene.


DO NOT HEAT OR THIN THIS MATERIAL – PROTECT FROM FREEZING

	Section 9 Special Precautions and Other Comments


	Ventilation:
	Normally not needed

	Gloves:
	Oil resistant recommended

	Eye Protection:
	Chemical splash proof goggles recommended. If material is sprayed, goggles are a must.

	Clothing:
	Impervious work clothing and a hat is recommended


Additional Personal Protection Equipment:

Shoe protection is recommended; other requirements must be supplied by the user depending on use conditions.

Practice Good Personal Hygiene:

Launder contaminated clothing before reuse. Use control protection such as chemical splash proof goggles, oil resistant gloves, barrier cream. Clean tools and equipment and mineral spirits, adhering to manufacturer’s precautions. DO NOT USE GASOLINE. Follow proper container management in disposing of containers. The customer is responsible for determining the proper personal protective equipment needed for its particular use of this material.

Users should consider this data only as a supplement to other information gathered by them and must make independent determinations of suitability and completeness of information from all sources to assure proper use and disposal of these materials and the safety and health of employees and customers. 

Inflow Solutions Sealing Products Inc.

The information contained herein is believed to be accurate but is not warranted to be so whether originating with Inflow Solutions Inc. or not. Users are adviced to confirm in advance that the information is current, applicable and suitable to their needs.
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